
Radialwellendichtringe 

Gummi-Gewebe-

Ausführung Standard

Erklärung Durchmesser (mm)

Standard 

Material

Split 

Version

Druck 

(bar)

Geschw. 

m/s Temp. °C Anwendungen

TR/1 

Sealing ring 

for universal 

applications 0-->2400

NBR/COTTON 

FABRIC YES 0,5 15

-30-->100 

(120) s,m,i

TR/2 

Sealing ring 

for universal 

applications 0-->2400

NBR/COTTON 

FABRIC YES 0,5 15

-30-->100 

(120) s,m,i

TR/3 

Sealing ring 

for universal 

applications 0-->2400

NBR/COTTON 

FABRIC YES 0,5 15

-30-->100 

(120) s,m,i

TR/3-P 

Sealing ring 

with dustlip 

for universal 

applications 0-->2400

NBR/COTTON 

FABRIC YES 0,5 15

-30-->100 

(120) s,m,i

TR/3-M 

Sealing ring 

with 

flexible 

steel band 

for universal 

applications 0-->2400

NBR/ CARBON 

STEEL NO 0,5 15

-30-->100 

(120) s,m,i

TR/3-ML 

Sealing ring 

with L-

shaped steel 

insert for 

medium-

heavy duties 0-->1200

NBR/ CARBON 

STEEL YES 0,5 15

-30-->100 

(120) s,m,i

TR/3-M-P 

Sealing ring 

with 

flexible 

steel band 

and dustlip 

for universal 

applications 0-->2400

NBR/ CARBON 

STEEL NO 0,5 15

-30-->100 

(120) s,m,i

TR/3-C 

Sealing ring 

with 

lubrication 

ports for 

universal 

applications 0-->2400

NBR/COTTON 

FABRIC YES 0,5 15

-30-->100 

(120) s,m,i

TR/3-CS 

Sealing ring 

with 

lubrication 

ports and 

groove for 

universal 

applications 0-->2400

NBR/COTTON 

FABRIC YES 0,5 15

-30-->100 

(120) s,m,i

TR/3-G 

Sealing ring 

in whole 

rubber 0-->2400 NBR YES 0,5 10

-30-->100 

(120) s,m,i

TR/3-STP 

Sealing ring 

with glued 

spring 0-->2400

NBR/COTTON 

FABRIC NO 0,5 15

-30-->100 

(120) s,m,i

TWS 

Sealing ring 

without 

spring 0-->2400 NBR YES 0,5 15

-30-->100 

(120) s,m,i

TPC 

Sealing 

rings for roll 

bearings 0-->700

NBR/ CARBON 

STEEL NO

-30-->100 

(120) s,m,i

T11-S 

Sealing ring 

with finger 

spring and 

metal case, 

for heavy 

duties 0-->1200

NBR/ CARBON 

STEEL NO 0,5 15

-30-->100 

(120) s,m,i

i=hydroelectric    m=mechanical    p=petrolchemical    s=iron & steel 

 

Bezeichnung

i=hydroelectric    m=mechanical    p=petrolchemical    s=iron & steel 

http://tenutesrl.aicon.com/prodotti_categorie.aspx?ID_Categoria=29



